SOLVENT-ENHANCED, LOW-ALKALINE DEEP CLEANER
FOR ACID- AND ALKALI-SENSITIVE SURFACES.
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TECHNICAL DATA SHEET
PRODUCT DESCRIPTION

Water-based, low-alkaline solvent-enhanced deep cleaner specifically formulated for the rapid and effective deep cleaning of multiple
surfaces sensitive to both acidic and highly alkaline products. Ideal for post-installation cleaning and for the removal of surface patinas,
installation residues, and marks from porcelain tiles and other delicate surfaces. Product formulation effectively dissolves dirt, oils,
greases, grime, and traffic-related contaminants while respecting the original appearance of the material. Thanks to its controlled
low-foam formulation, the product is also suitable for use in automatic scrubber-dryers. Recommended for the removal of old wax
residues, maintenance films, and surface build-ups from rubber flooring, linoleum, and other resilient floor coverings. Suitable for use
on natural stone, polished surfaces, porcelain tiles, ceramics, rubber flooring, linoleum, and other sensitive substrates.

APPLICATION SURFACES

Linoleum, rubber tiles, marble, limestone, clinker and clay tiles. All natural stone surfaces, polished and textured marbles,
granites, concrete, pavers, ceramics and terracotta. For indoor and outdoor use.

CHEMICAL AND PHYSICAL PROPERTIES
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[ APPEARANCE: Liquid | @ >
| COLOR: Yellow \ ¥ :j“
[ DENSITY AT 20°C - 1,00 ~ | e
[ SOLUBILITY: Soluble in all parts \

|

| STORAGE AT 20°C : 24 months in original packaging

HOW TO USE

ALWAYS TEST PRODUCT FIRST following below indications, before proceeding with the complete product application. Cover
and protect all surrounding areas before proceeding with application.

General heavy-duty degreasing - Manual: dilute 200 ml of product in 1It of water (1:5%) and proceed to apply solution directly to
area to be cleaned. Allow a dwell time of 5 minutes before scrubbing surface manually using a stiff bristle brush or using a black/-
brown nylon pad. Remove product residues using a wet vacuum and rinse thoroughly removing all residues.

General heavy-duty degreasing - Mono brush: dilute 30-560 ml of product in 1It of water (1:30 — 1:50%) and proceed to apply
solution directly to area to be cleaned. Allow a dwell time of 5 minutes before scrubbing surface using a mono brush fitted with a
stiff bristle brush or a black/brown nylon pad. Remove product residues using a wet vacuum and rinse thoroughly removing all
residues.

Stripping (linoleum / rubber tiles): Standard wax removal; dilute 200ml of product in 1t of water (1:5). Proceed to apply solution

directly to area to be cleaned. Allow a dwell time of 5 minutes before scrubbing surface using a mono brush fitted with a black/-
brown nylon pad. Remove product residues using a wet vacuum and rinse thoroughly removing all residues.

(*) The correct dilution ratio depends on the level of contamination, the type of surface, and type of contamination; example
grease, oils, wax residues, or general dirt. Based on surface dirt to be removed, increase or decrease dilution rates. Always
test first before cleaning polished sensitive marbles or surfaces.

RECOMMENDATIONS

Do not use on treated wood surfaces, methacrylate or plexiglass surfaces. Avoid excessive dwell times on sensitive
materials. Always rinse thoroughly after stripping. Before reapplying wax, verify that all stripper residues have been
removed. For hard surfaces, marble and terrazzo, a final rinse with clean water is usually sufficient. For cotto and
porous materials, a second rinse may be required. Always test first on sensitive stone and rubber materials. For
vertical surfaces, clean using a low-pressure sprayer, brush or roller. Always start cleaning from bottom to top.
Dilutions rates can be modified, based on dirt and grime. Before use, read completely product label, technical data
sheet and safety data sheet.

INDICATED COVERAGE

One litre of non-diluted product can be indicated for cleaning up to 300 m2 of surface*
(*) indicative coverage depending on the number of coats, texture and porosity of the surface.

PACKAGING
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Available in the following sizes: 1 It., 5 It., 25 It. ompany with quality system

info@bellinzoni.com www.bellinzoni.com

ATTENTION: Read completely the product label before proceeding with product use. Maintain product in its original container/packaging. Do not disperse packaging in the environment
and dispose of separately in accordance with local regulations. Keep out of the reach of children. Always test product first on a small hidden area so to verify final results and product
compatibility with material. Product may darken and change the original colour on certain materials. Product does not protect from acid-based substances. While using the product wear
indicated protective PPE and clothing and read completely the safety data sheet before use.

Disclaimer: This information supersedes and replaces all previous versions. All data provided in this document are the results of tests and experiments conducted in our laboratories and by reliable industry partners; as such, they are considered accurate. However, due to external
factors beyond our control that may influence final results, this information does not constitute an implicit or formal guarantee. The end user assumes full responsibility for the use of the product and must perform preliminary tests to ensure its suitability and understand its final
characteristics. Bellinzoni reserves the right to modify any information in this document at any time without notice. Bellinzoni is the sole owner of all trademarks and logos herein; any unauthorized copying or modification may infringe upon intellectual property rights. Bellinzoni shall

not be held responsible for incorrect product use and will pursue legal repercussions to the full extent of the law.



